
MILD STEEL 
WORMDRIVE HOSECLIPS 

Wormdrive hoseclips offer a quick and easy means of securing low and 
medium pressure hose assemblies. Manufactured to BS5315 they have 
NATO approval. 

Construction 
 
 
 
Identification: 

Mild Steel:Heavily zinc plated. All clips have fully 
rounded edges to give best possible protection to the 
hose being clamped. 
 
BS number,size range in mm and trade reference code. 
BS5315:1991 on buckle housing. 

BS 
Number 

Trade 
Reference 

Size  
Range 
(mm) 

Band 
Width 
(mm) 

Hex 
Size 
(mm) 

CCMBS012 OOO 9.5-12 9.5 7 

CCMBS016 MOO 11-16 9.5 7 

CCMBS020 OO 13-20 9.5 7 

CCMBS022 O 14-22 12.7 7 

CCMBS025 OX 17-25 12.7 7 

CCMBS030 1A 22-30 12.7 7 

CCMBS035 1 25-35 12.7 7 

CCMBS040 1X 30-40 12.7 7 

CCMBS045 - 35-45 12.7 7 

CCMBS050 2A 35-50 12.7 7 

CCMBS055 2 40-55 12.7 7 

CCMBS060 2X 45-60 12.7 7 

CCMBS070 3 50-70 12.7 7 

BS 
Number 

Trade 
Reference 

Size 
Range 
(mm) 

Band 
Width 
(mm) 

Hex 
Size 
(mm) 

CCMBS080 3X 60-80 12.7 7 

CCMBS090 4 70-90 12.7 7 

CCMBS100 4X 80-100 12.7 7 

CCMBS120 5 90-120 12.7 7 

CCMBS140 6 110-140 12.7 7 

CCMBS160 7 135-160 12.7 7 

CCMBS190 - 155-189 12.7 7 

CCMBS200 - 170-200 12.7 7 

CCMBS220 - 190-220 12.7 7 

CCMBS240 - 210-240 12.7 7 

CCMBS260 - 230-260 12.7 7 

CCMBS280 - 250-280 12.7 7 

CCMBS300 - 270-300 12.7 7 
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